RS-232 to RS-485 -- Converter

M FEATURES
@ For UART 9P D-SUB male cable
@ Auto baud rate up to 115200 bps / power
@ Socket plug in installation
@ Powerless or DC 5V power supply optional | CVR-10
RS- 205 T B5-435 Sormiited
Il SPECIFICATION Il PIN DEFINITION
4 LED Indication: SYS: High brightness red round LED
4 Transmission Distance: 9600 bps: 200 M
19200 bps: 200 M Pin] RS-232
38400 bps: 200 M T1co
57600 bps: 150 M 3 RO 5 4 3 2 1 )
115200 bps: 120 M
¢ Baud Rate: Up to 115200 bps 3| TXD ©Coo0oo
# Serial Port; RS-232x 1 4 | DTR 5% 9%
RS-485x 1 5 | GND
# Operating Temperature:  0~55C 6 | DSR =
4 Operating Humidity: 20~95% RH (non-condensing) 7| RTS o =
# Storage Temperature: ~ -10~70C 8| CTS wE
4 Storage Humidity: 20~95% RH (non-condensing) 9] R _ =
4 Power Supply: Powerless or DV 5V [LED Indication] O
4 Installation: Socket/Plugin [RS-485 Port |
Pin| RS-485 A
T]D+ QQQD
_ 4 3 2 1
2|0D
3 | +hVde
4 | GND
Il DIMENSION
T |
e T
77mm - z 64mm
33mm —>|
Il WIRING CONNECTION
® 3 Wire Connection ~ @5 Wire Connection ® 7 Wire Connection ~ ® 8 Wire Connection @9 Wire Connection =~ ® RS-485 Connection
Pin] RS-232 Pin| RS-232 Pin| RS-232 Pin| RS-232 P1in RS-232 Pin| RS-485
2 | RXD 11CD CD 11D+
2 | RXD 2| RKD 2 RO 2| RO
3 3| TXD 2|D-
TXD 3] TXD 370 310
5 | GND 5| GND 4| DR 3 | +5Vde
5 | GND 4 | DTR 4 | DR 4 | GND
7| RTS 5 | GND 5 | GND
6 | DSR
8 CTS 7] RS 6 | DSR 6 | DR
81 cTS 7| RTS 7| RTS
8| CTS 8| CTS
9| R
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