
Digital I/O to Ethernet -- Isolated Converter
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+WIRINGCONNECTION
! Digital Output! Digital input

+FEATURES

!Networkprotocols forARP, ICMP,TCP,UDP, IP,DHCPclient,HTTP

!UseHTTP, IE /Netscapebrowser forsetting
!Setup login inpasswordprotection, firmwareupgradeable

!Digital input pointsx12;Digital outputpoints x 6
!Highstability, non-flammablecase (PC),highsafety

6 LED Indication:

64 KB

HTTP, ModBus/TCP Slave,
ARP, ICMP, TCP, UDP, ID, DHCP Client,
32 KB

20~95% RH (non-condensing)

6 CPU:
6 Ethernet Port:

6 Flash Memory:
6 Memory:

6 System Configuration:
6 Digital Input Points:
6 Input Impendence:
6 Digital Output Points:
6 Output Type:
6 Response Time:

6 Protocol Support:

6 Operating Temperature:
6 Operating Humidity:
6 Storage Temperature:
6 Storage Humidity:

6 Installation:
6 Terminal Resistance:

+SPECIFICATION

20~95% RH (non-condensing)

NPN / Sink
8 msec

6 points, DC 24V

10M Base-T x 1
LINK: High brightness green round LED
SYS: High brightness red round LED

8051 microcontroller

12 points, DC 24V / 7mA
Web configuration or Windows by Ethernet

ModBus/RTU, ModBus/ASCII

Surface mount, wall mount
120

0~55 C
0

-10~70 C
0

+FRONTPANEL

+DIMENSION

3.9K




