
4-DIGIT -- Field Pressure Indicator

+ORDER INFORMATION: WT - Code1 - Code2 - Code3 - Code4 - Code5

A
R

0~10 bar1
2

F09

Code 1 Pressure RangeOutput Type Code 2

4~20 mA
2 Relays

WT

High brightness red LED; 7mm(0.27")

" (Hi) on" or "< (Lo) on"
oFL or -oFL

-1999~9999

0~30 sec
<5 msec
2 x F.S.
3 x F.S.

3mAdc at 4.5Vdc
DC 18~36V (2 wire loop)
<95% RH (non-condensing)

IP67

PVC
PP; Teflon; PFA; Stainless steel
3/8" PT; 1/2" PT

6 Display Screen:
6 Accuracy:

6 Over Range Indication:
6 Output:Alarm Action:

6 Display Range:
6 Zero Adjustment:

6 Alarm Run Delay Time:
6 Response Time:
6 Proof Pressure:

6 Temperature Coefficient:
6 Burst Pressure:

6 Storage Humidity:
6 Power Supply:
6 Power Consumption:
6 Input Impendence:
6 Protection:
6 Seal Materials:
6 Case Materials:
6Wetted Materials:
6 Pressure Connection:

+SPECIFICATION

-25~85 C
0

100ppm / C (0~60 C)
0 0

0.5% F.S.+-

<95% RH (non-condensing)
6 Operating Temperature:
6 Operating Humidity:
6 Storage Temperature:

+FEATURES

!Measuringabsoluteor gaugepressure
!Highbrightness 0.4" LEDdisplay range: -1999~9999;decimal point selectable
!Display rangeprogrammable

!Powersupply:DC18~36V;Output: 4~20mAdc

!2alarmssetting (Hi or Lo) programmable
!Proofpressure range: 2 x Full Scale

!Accuracy: 0.5%F.S.+-
!Measuring range: 0~10bar, 0~150psi

+DIMENSION

+WIRINGCONNECTION

Viton; Teflon; NBR

-40~90 C
0

0~150 psi

kg/cm2

POWER +(brown)
POWER -(black)
AL1(white)
AL2(gray)
COM(blue)

kg/cm2

POWER +(brown)
POWER -(black)

53.5mm

72.0mm

kg/cm2

>=

10K>=

15%+-

! Analog Output: ! Analog & 2 Alarms Output:

O Option

VitonV
T

Seal MaterialCode 3

Teflon

N NBR

1/2" PT1
2

ConnectionCode 4

3/8" PT

O Option

4 Stainless Steel

PP1
2

Wetted MaterialCode 5

Teflon
3 PFA

+FRONTPANEL&KEYFUNCTIONS

kg/cm2

Up Key Down Key

Alarm Indication

FG(blue)




